Resin EDE-10P (anion exchanger)
GOST 20301-74

Chemical composition: 

This is high-molecular compounds of three-dimensional gel structure, containing functional groups of basic or acid character, able to exchange their ions for the solution cations and anions.

Appearance:

Irregular shape grains of brown colour.

Specification:

	Parameter/Grade
	EDE-10P
(Ion-exchanger)

	Grain size,mm
	0.4-2.0

	Volume ratio of effective size fraction, %,

No less than
	92

	Mass fraction of moisture, %
	No more than 5

	Specific volume, cm3/g, no more than
	in ОН- form
3.4±0.2

	Total random exchange capacity, ·mol/cm3, no less than
	2.3

	Dynamic exchange capacity, ·mol/m3, no less than
	1000

	Filtrate oxidation characteristic in terms of
О2, mg/dm3, no more than
	3.8

	Osmotic stability, %, no less than
	92


Usage:

They are used in production of healthcare products, heat power engineering, hydrometallurgy, chemical, food manufacturing industry and other sectors of the national economy. Ion-exchangers are used in electrical manufacturing and radio industry to obtain desalted water. 

Resin KU-1 is used for cleaning hydrolysates of vegetable feed, for water purification, softening and deep water demineralization, it is used in hydrometallurgy, organic industry synthesis etc. Resin AN-31 is used for water treatment and in hydrometallurgy. Resin EDE-10P is used for water treatment, in production of ion-permeable membranes, in medical and food manufacturing industry, for ethyl alcohol treatment from acid impurities and aldehydes.

Storage:

Guarantee shelf life is 1 year.

Package and transportation:

The resin is packed in polypropylene Смола упаковывается в polypropylene bags with linings made of polyethylene or polyvinylchloride film. Resin mass in the bag is 25 kg.
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