                                     Powdered epoxy compounds:
                                                     EP-49D/1
Chemical structure: 
Termoreactive compositions based on epoxy resin Ý-49, adipinic acid or dicyandiamide (hardener) and pulverized quartz (filler).
Appearance:
Dispersoid powder grey - green or grey colour.
Characteristics:
	Parameter / type 
	EP-49D/1

	The residue on a sieve, %, no more
	

	· with a grid № 025
	5

	· with a grid № 016
	—

	Time of gelation on a plate

at (150 ± 2) °C, min
	20 - 25

	Flowability, mm
	—

	Humidity, %, no more
	—


Application:
Compounds are intended for sputtering of electroinsulating coatings on items working in conditions of tropical humidity.

The compounds EP-49D/1 can be applied as quality insulating materials for  magnetic circuits, transformers and other items consisting of metal and unmetal materials, admitting their heating up to 130-150 °C.
Storage:
The compounds should be stored in a dry room at the temperature of above 30°C.

Warranty period of a storage - 6 months.

Packing and transportation:
The epoxy compounds are packed in 4-ply paper bags with a stitch - in from a polyethylene film (15 or 25 kgs).[image: image1.jpg]Uralchimplast
622012, Russia, Sverdlovsk region, Nizhny Tagil, Severnoye chosse, 21

Web: www.ucp.ru E-mail: vasilyev@ucp.ru
Tel.: +7 /3435/ 346-452 +7 /3435/ 346-314




