Films made of PTFE:

grade EO, grade EN, grade IO, grade IN,

grade PN, grade KO, grade 290

as per GOST 24222-80

Specification:

	
	Dimension, mm

	
	length
	width
	thickness

	Electrical insulating film

oriented /EO/

nonoriented /EN/
	As agreed

As agreed
	10-120

10-120
	0.010-0.100

0.020-0.150

	Insulating film 

oriented /IО/

nonoriented /IN/
	As agreed

As agreed
	10-120

10-120
	0.020-0.100

0.060-0.200

	Film /PN/
	As agreed
	10-120
	0.2-3.0

	Condensing film /KО/
	
	
	0.010-0.040


	
	EO
	EN
	IO
	IN
	PN
	KO
	290

	
	extra
	First-class
	extra
	First-class
	
	
	
	
	

	Bursting stress, kg/ cm2
	510
	410
	163
	100
	430
	133
	195
	440
	100

	Specific endwise elongation, %

Film thickness 20-40 micron

Film thickness 40-50 micron

Film thickness 50-80 micron Film thickness is more than 80 micron
	53

78

103

130

178
	45

50

75

100

150
	165
	100


	50


	125
	185
	55
	100

	Electrical conduction, kw/mm
	160
	120
	65
	45
	70
	48
	65
	225
	50


Usage:

Engineering, instrument-making, cable industry, for production of gasket-thickening details.

Package and transportation:
In wooden boxes by any kind of transportation.
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