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Intermediates made of PTFE, F-4K20, F-4K15М5

As per standard 6-05-810-88

Horizontal-pressing cores

	Dimension, mm
	Weight, kg

	D-outer
	H-height
	/approximately/

	10
[image: image1.wmf]±

1.0
	400
[image: image2.wmf]±

15
	0.080

	13
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1.0
	400
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15
	0.140

	15
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1.0
	400
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15
	0.160

	16
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2.5
	400
[image: image8.wmf]±

15
	0.180

	20
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1.5
	400
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15
	0.280

	25
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1.5
	400
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15
	0.450

	30
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2.0
	400
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15
	0.606

	35
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2.0
	400
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15
	1.750

	40
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2.0
	400
[image: image18.wmf]±

15
	1.150

	45
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2.0
	400
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15
	1.400

	50
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2.0
	400
[image: image22.wmf]±

15
	1.750

	60
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3.0
	390
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20
	2.400

	70
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3.0
	390
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25
	3.350

	70
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3.0
	400
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25
	3.380

	70
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3.0
	500
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20
	4.400

	180
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3.0
	400
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20
	4.500


Horizontal-pressing cores

	Dimension, mm
	Weight, kg

	D-outer
	H-height
	/approximately/

	55
[image: image33.wmf]±

2.5
	30-100
[image: image34.wmf]±

2.5
	0.150-0.620

	60
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2.5
	50-60
[image: image36.wmf]±

2.5
	0.310-0.390

	
	60-100
[image: image37.wmf]±

3.0
	0.390-0.680

	65
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3.0
	50-60
[image: image39.wmf]±

2.5
	0.360-0.430

	
	60-75
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3.0
	0.430-0.580

	75
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3.0
	50-60
[image: image42.wmf]±

2.5
	0.480-0.570

	
	60-75
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3.0
	0.50-0.730

	80
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3.0
	20-40
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2.0
	0.220-0.440

	
	40-60
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2.5
	0.440-0.660

	
	60-80
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3.0
	0.660-0.880

	
	80-100
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4.0
	0.830-1.170

	90
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4.0
	20-40
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2.0
	0.280-0.560

	
	40-60
[image: image51.wmf]±

2.5
	0.560-0.930

	
	60-80
[image: image52.wmf]±

3.0
	0.930-1.240

	
	80-100
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4.0
	1.240-1.550

	95
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4.0
	20-40
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2.0
	0.310-0.620

	
	40-60
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2.5
	0.620-0.930

	
	60-80
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3.0
	0.930-1.240

	
	80-100
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4.0
	1.240-1.590

	100
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4.0
	20-40
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2.0
	0.340-0.680

	
	40-60
[image: image61.wmf]±

2.5
	0.680-1.020

	
	60-80
[image: image62.wmf]±

3.0
	1.020-1.260

	
	80-100
[image: image63.wmf]±

4.0
	1.360-1.850

	118
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4.0
	20-40
[image: image65.wmf]±

2.0
	0.480-0.960

	
	40-60
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2.5
	0.960-1.440

	
	60-70
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3.0
	1.440-1.690

	145
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5.0
	20-40
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2.0
	0.740-1.480

	
	40-60
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2.5
	1.480-2.220

	
	60-70
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3.0
	2.220-2.560

	150
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5.0
	20-150
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5
	0.700-6.150

	165
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6.0
	20-40
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2.0
	0.940-1.880

	
	40-60
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2.5
	1.880-2.930

	
	60-70
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3.0
	2.930-3500

	
	70-80
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3.0
	3.500-3.900

	
	80-100
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4.0
	3.900-4.800

	187
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6.0
	10-100
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2.0
	0.610-6.100

	210
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8.0
	10-20
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1.5
	0.750-1.520

	
	20-40
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2.0
	1.520-3.040

	
	40-60
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2.5
	3.040-4.560

	
	60-70
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3.0
	4.560-5.700

	250
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8.0
	10-200
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1.5
	0.890-17.860

	300
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10.0
	30
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2.0
	4.670

	
	40-160
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5.0
	6320-25.000

	
	160-300
[image: image92.wmf]±

5.0
	25.000-48.000

	345
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30

+

-


	4-300
	0.750-55.000


Usage:

Engineering, instrument-making, manufacturing parts of chemical hardware, accessories, pumps, in transportation of chemically active media, for production of gasket-thickening details.

Package and transportation:

In wooden boxes by any kind of transportation.
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