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Polyvinylchloride elastron   

Grade I-40-13А, form. 8/2     
 (GOST 5960-72, alt. 1-9)

Chemical composition:

Elastron is a composition of PVC resin and a plasticizer with adding stabilizers and modifying agents.

Appearance: Cylindrical granules of 2-6 mm.


Specification:

	Parameter
	Standard

	Amount of foreign impurities, pieces, up to 0,5 mm in size, no more than 
	29

	Specific insulation resistance at 20(С, ohm·cm, no less than 
	3·1013

	Specific insulation resistance at 70(С, ohm·cm, no less than
	1·1011

	Breaking strength, MPа, no less than
	17,6

	Elongation at break, %, no less than
	200

	Brittle point, (С, no higher than
	Minus 40

	Losses in mass at 160(С within 6 hours, %, no more than
	2,0

	Light resistance at 70(С, hours, no less than
	1000

	Combustibility, method А, s, no more than
	30

	Hardness at 20(С, MPа (kgf/cm2), no less than
	1,47 (15)

	Hardness at 70(С, MPа (kgf/cm2), no less than
	0,68 (7)

	Water absorption, %, no more than
	0,26

	Softening point, (С
	180±10

	Density, g/cm3
	1,28-1,32

	Colour resistance at 70(С, hours, no less than 
	96

	Retention of elongation at break after keeping at 100±2(С within 7 days, %, no less than
	80

	Technological properties
	Elastron must be even, glossy, without rough edges. Pores seen by the naked eye are not allowed. Elastron should not scorch when a screw extruder is stopped for 20 minutes.


Usage: It is used in production of wire and cable insulation. 

Safety measures: The main safety measures of chemicals handling should be observed when working with this product.
Storage:

- Guarantee shelf life is 2 years from the date of production under due observance of transport and storage regulations.

- The material should be stored in an enclosed dry space at the temperature no higher than +35(С.

- The elastron should be kept in a working area no less than 12 hours before being processed. 
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