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Resin MKF-2

Melamine-urea-formaldehyde resin  

Appearance:

The liquid from white to fallow without mechanical impurities.
Specification:
	Parameters
	Standard

	Mass fraction of solid residual, %
	64-69

	Mass fraction of free formaldehyde, %, no more than
	-

	Concentration of hydrogen ions, рН
	8,5-10,0

	Viscosity as per viscometer VS-4 or VS-246, 4 mm nozzle in diameter, sec 
	70-120

	Gel time at 1000 С, sec (with 1% of sal ammonia)
	50-80

	Maximum miscibility of the resin and water, when coagulation is observed, by volume
	1:1-1:2

	Ultimate strength at shearing by plywood glue film after boiling in water during 1 hour, MPa no less than 
	1,6


Usage:

It is used as a binder in production of  moisture-resistant particleboard grade Р5 according to EN V312.

Safety measures:

The main safety measures of chemicals handling should be observed when working with this product.

Processing conditions:

The resin is processed like urea-formaldehyde resin up to 4,5 % of sal ammonia hardener on the internal layer.

Storage:

The resin should be stored at temperature 5- 20(С in hermetically closed container, no less than 1 m distance from heating appliances. Guarantee shelf life is 4 weeks from the manufacturing date.
