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                                      Phenoplast

                                       O3-010-02

Chemical structure: 
A composition from novolac phenol-formaldehyde resin SF-010, organic filler, organic dye, hardening and greasing substances.

Appearance:
Powder of black or brown color.

Characteristics:
	Parameter / type 
	О3-010-02

	Flowability, mm 
	(110

	Break bending stress, MPa, not less 
	70.0

	Impact strength for unnotched sample, kJ/m2, not less 
	6.0

	Martens heat stability, °C, not less 
	130.0

	Water absorbtion, mg, not more 
	60.0

	Specific superficial electrical resistance, Ohm, not less 
	1(1012

	Specific volumetric electrical resistance, Ohm·cm, not less 
	1·1011

	Electric strength, kV/mm, not less 
	14.0

	Time of endurance, sec, no more 
	70

	Shrinkage, % 
	0.4 - 0.8

	Density, g/cm3, not more 
	1.45

	Bulk density, g/cm3, not less 
	0.45 - 0.75


Application:
Phenoplast is used in production of the reinforced and not reinforced items of technical purpose, electroinsulating details, electroadjusting items, details of the auto tractor equipment, items of low-voltage and radio engineering equipment.

Security measures:
During the work with a product one should observe main safety measures for want of circulation with chemical substances.

Storage:
The product should be stored in a dry and cool place (up to 25 °C) in the tightly closed container.

Warranty period of a storage - 8 months.

Packing and transportation:
Rubber-cord or special-purpose soft containers of 500-600 kgs.
Railways cars 40-80 tons
