Phenol-formaldehyde resin

SFG-501

standard 2221-011-55778270-2001

Chemical composition:

It is a modified product of phenol and formaldehyde polycondensation in alkaline medium.

Appearance:

	Homogenous viscous liquid from straw to murrey. 


Specification:

	Relative viscosity as per VS - 246 (6 mm nozzle), s
	40-100

	Mass fraction of non-volatiles (solid residue), %, no less than
	75

	Mass fraction of free phenol, %, no more than
	5,0

	Gel time at 150 ۫С, s
	65-100

	Mass fraction of free formaldehyde, %, no more than
	0,5


Comment: Increase in the resin relative viscosity is allowed within the guarantee shelf-life up to 200 s.

Usage:

Resin SFG-501 is used in production of abrasive tools on flexible basis with increased water resistance and for other purposes.

Safety measures:

Protective clothing, special shoes and personal protection equipment: rubber gloves, protective spectacles are used when working with the resin.

Work with the resin should be done in the rooms equipped with mechanical balanced system of ventilation.

The main safety measures of chemicals handling should be observed when working with this product.

Storage: 

The resin should be stored in hermetically closed container at the temperature no higher than 20 ۫С in an enclosed ventilated space, excluding exposure of direct sun rays, at a distance from heating devices no less than 1 m. Storage of the resin in the same room with highly combustible substances and pyrophori is not allowed.

Guarantee shelf life is 1 month since the production date.

Package and transportation:

The resin is poured into clean dry hermetically-closed steel barrels, churns, canisters, tankers and tank-wagons

In case of ex-works shipping it is permitted to use other kinds of package.

The resin is transported by motor and rail transport.
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