Phenol powder binder

noncombustible biocide-proof

SFP-011V NB

standard 2257-766-55778270-2007

Chemical composition:

It is a mixture of phenol-formaldehyde resin and hexamine, obtained in the process of their simultaneous mechanical grinding.

Appearance:

Fine powder from white to deep-brown colour.

Specification:

	Mass fraction of hexamine, %
	6 - 10

	Flow, mm
	20-50

	Gel time, s
	50-100

	Sieve residue, net #01К, %, no more than
	2.0


Usage:

Binders grade SFP-011V NB are used in production of porous material for textile-bituminous noise-attenuating and vibro-absorbing fire-resistant panels 

Safety measures:

The product has harmful effect on human’s skin. Protective clothing, special shoes and personal protection equipment: rubber gloves, protective spectacles, respirators are used when working with the binders

Work with the binder should be done in the rooms equipped with mechanical balanced system of ventilation.

Phenol powder binder is a combustible (flash point is no less than 410 ۫С)

The main safety measures of chemicals handling should be observed when working with this product

Storage: 

The product should be stored in a dry ventilated room, in hermetically closed container at the temperature up to 25 °С, excluding exposure of direct sun rays.

Guarantee shelf-life is 3 months. The binder may be used after guarantee shelf life expiry.

Package and transportation:

Binders are packed in soft specialized containers. Net mass should not exceed 500 kg. 

The usage of other types of containers is allowed if they provide safety of the binder during transportation.

The binder is transported by motor and rail transport with obligatory protection against sun rays and precipitation.
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