Product VAG-3

As per standard 6-55-1116-88

Chemical composition:

Polymer-type acid, representing aqueous solution of condensation product of phenolsulfonic acid, urea and formaldehyde in a mix with orthophosphoric acid.

Appearance:

Viscous liquid from yellow to brown.

Specification:

	Acid number, mg КОН/g of the product
	225-255

	Density at 20°С, g/cm3                                      (for information only)
	1,39-1,43

	Viscosity at 20°С, Pа*s, no more than            (for information only)
	2,0


Properties:  

The acid dissolves in alcohols, dimethyl formamide and limitary (1:1) combined with water. Explosive, hardly inflammable.

Usage:

It is used as frothing and curing agent in the process of obtaining phenol-formaldehyde foams, grades FRP, Rezopen etc. 

Safety measures:

The acid has adverse effect on human’s eyes and skin. 

It is recommended to use protective gloves and spectacles when working with the product.

The main safety measures of chemicals handling should be observed when working with this product.

Storage:

Sedimentation is allowed during storage of product VAG-3. 

Solidification of the product is allowed in the process of long-term storage at the temperature lower than plus 10ºС. If that’s the case the product is melted before usage by heating it up to plus 50ºС or by keeping it at room temperature for 1-2 days. The warming-up should take place in the presence of intercommunication of the container and atmosphere.

Guarantee shelf-life is 6 months since the manufacturing date.

Package and transportation:

Steel barrels, steel cisterns. 
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