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Technical formalin 

 (GOST 1625-89)

(СТ СЭВ 2337-80)

Chemical composition: 

Technical formalin is a water-methanol solution of formaldehyde.

Appearance:

Colorless transparent liquid. Formation of turbidity or white sediment is allowed when storing.


Specification:

MS – methanol-stabilized 
	Parameters
	MS standard

	
	Extra
	1st grade

	Mass fraction of formaldehyde, %
	37,2±0,3
	37,0±0,5

	Mass fraction of methanol, %
	4-8
	4-8

	Mass fraction of acids in converting on formic acid, %, no more than
	0,02
	0,04

	Mass fraction of iron, %, no more than
	0,0001
	0,0005

	Mass fraction of loss on ignition, %, no more than
	0,008
	0,008


Usage:

It is used in medicine and in agriculture (disinfection) as well as in resins production.


Properties: 
Technical formalin is a combustible liquid, its vapour with air and oxygen form explosive mixtures. Fire risk and toxicity of formalin, including toxicity during fire, are determined by presence of formaldehyde and methanol in it. 

Safety measures:

Workrooms should be equipped by balanced system of ventilation, providing working air sanitary standards compliance.

Storage:

- technical formalin is stored in heated vessels, manufactured from materials providing conservation of the product quality at temperature 10-250С
- Formation of turbidity or white sediment (parafomaldehyde) is possible when transporting and storing of technical formalin. In such case the product is heated up to the temperature no higher than 400С without usage of open flame.   

- Guarantee shelf life of the resin is 3 months from the manufacturing date.

